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ABOUT THE QUICK START MANUAL

This manual is designed to assist a computer novice as well as an experienced computer user through an easy and uncom-
plicated installation of a Gainward graphics product.

Should you need a manual in a language other than English, soft copies are available in different languages in PDF file
format on your Gainward UTILITY DISC.

To do this, insert the Gainward UTILITY DISC, click on “Browse this CD", select the "MANUAL?" folder, then the “VGA" folder
and click on the file of your language, i.e. "ENGLISH". This will open your Acrobat Reader and display the manual.

About The Gainward UTILITY DISC
All Gainward products ship with a CD-ROM, which contains the latest drivers for your particular product. For updated
information about a specific product that may not be included in this manual, please see the README.TXT file in the root
directory on your Gainward UTILITY DISC.

An Important Installation Note
Your new Gainward display adapter is designed to work in a PCI| Express bus slot in a computer with any Intel Pentium or
compatible processor (AMD, Cyrix, VIA, etc.). It will NOT operate in a PowerPC, Macintosh system or in a PCI bus slot.

If Your Product Needs Service
If your Gainward product is defective, please contact your reseller.

Please visit www.gainward.com for more information
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INSTALLING YOUR NEW GAINWARD DISPLAY ADAPTER

meets the following hardware requirements:

* Your PC must have a power supply unit (PSU) of at least 400 W (please reference the information on the
packaging material of your products for more detail).

* A PCI Express compliant motherboard is required.

+ A vacant slot adjacent to the PC| Express x16 slot may be required. This product series may occupy two slots
in your PC. Phantom series need 3 slots space.

* One or two 6-pin PCI Express power connectors (or one 8-pin and one 6-pin PCI Express power connectors)
are required. Some Gainward products may include a complementary power cable to connect the display
adapter card with your PC's power supply.

2 If you are installing a Gainward display adapter with an extra power connector, please make sure that your PC

We went to great lengths to ensure the installation process for any Gainward graphics adapter is as easy as possible.
There are three major tasks you need to complete so that you can fully enjoy your new Gainward display adapter: prepare
your system, install the new display adapter, and install the display drivers and utilities. These three steps will be discussed
in full detail below:

Step 1: Install the New Graphics Hardware

1. BEFORE YOU BEGIN INSTALLING ANY HARDWARE
DISCONNECT YOUR AC POWER CORD FROM
YOUR PC! WE HIGHLY RECOMMEND THAT YOU
ALSO DISCONNECT OTHER PERIPHERALS (i.e.
printers, Monitor, etc) FROM YOUR PC
Remove the necessary screws from the PC's case, and
remove its cover. Consult your PCs manual to help you
do this.
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2. Touch the metal case of your PC's power supply to
ground yourself. This will discharge all static electricity.
It is very important to do this, because electronic
components such as those inside your computer are
very sensitive, and can be destroyed by an electric
discharge.

. Remove the screw on the mounting bracket of your old
VGA display adapter card.

. Remove your old VGA display adapter card by pulling it
gently, in a straight, upward manner.
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. Remove your new Gainward display adapter from the

anti static bag. If your Gainward card has a fan, please
make sure not to touch it!

Touch the metal case of your PC's power supply again
to ground yourself. This will discharge all static electric-
ity.

Insert the new Gainward card in the appropriate PCI
Express x16 slot, making sure that it is firmly seated. Be
gentle when pushing it straight into the slot. Do not use
brute force! Do not bend or flex the card.

. Re-attach the screw on the mounting bracket of your

Gainward card. This is very important, as when the
monitor cable is attached later, the display adapter card
may work loose, and your computer will not operate
correctly.

Skip to step 8 if the Gainward display
adapter has no extra power connector!

7.

Connect the female connector of 6-pin (or 8-pin) PCI
Express power cable from your computer's power
supply to the power connector on the back of the
graphics card. (Or, connect the female connector of the
supplementary power cable to the power connector
on the back of the graphics card. Then, attach those two
male connectors on the cable to matching connectors
from your computer's power supply.) The display
adapters will not operate without the additional
power source.
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Supplementary power cable

or

for 4-pin HDD power(from PSU)*2 to 6-pin for 6-pin(from PSU)*2 to 8-pin

8. Replace the cover on your PC, and tighten its screws.
Connect the monitor cable to your new Gainward display adapter card. Reconnect the AC power cord to your PC.
The hardware installation is now complete.

v
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Step 2: Connecting display devices
Your new Gainward display adapter supports several display devices. The following figures show the connectors for all
display devices you can connect to:

HDMI DVI-I VGA
VGA connector Connecting CRT monitor or LCD monitor with VGA connector
HDMI connector Connecting HDMI display device

Your new Gainward display adapter provides dual display functionality. The following table lists the different ways you can
connect displays to your card.
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Display configurations T Connoctor | Noto

Single CRT monitor or LCD monitor with VGA connector VGA connector
Single CRT monitor or LCD monitor with VGA connector DVI-I connector with DVI-VGA converter

Single LCD monitor (DVI port) DVI-l connector

CRT monitor + LCD monitor (DVI port) VGA connector + DVI-I connector

HDMI display device + LCD monitor (DVI port) HDMI connector + DVI-l connector Note #1

HDMI display device + LCD monitor with VGA connector HDMI connector + VGA connector Note #1
Note #1

To proper use the HDMI display device you just connect the HDMI cable (it will come with your HDMI display device) to the
HDMI connector of the Gainward HDMI display adapter.

Step 3: Software Installation
Note:

To make sure the system reliability we strongly recommend you to remove the old display driver that system had installed
for the old display adapter.

1. Turn your computer and monitor on and boot the operating system. The operating system (Windows 8 / Windows 7 /
Vista / XP) will attempt to detect your new Gainward display adapter, and then try to install the drivers that it can find. Since
these drivers are usually much older, and very generic, you will not be able to benefit from many of the adapter’s advanced
features and enhanced performance.

[a*]

. Insert the Gainward DRIVER & UTILITY DISC. This CD-ROM has an auto-start feature. The installation software will
detect the version of your operating system and it will then install all necessary drivers and utility programs. Just sit back
and relax as the software installation may take a few moments.

GAINWwWAMD
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3. During the process of installation, you will be asked if you would like to install utilities such as EXPERTool™ and DirectX.
It is highly recommended to install both. This will allow you to take full advantage of all advanced features that come with
your new Gainward display adapter

4. When the installation process is completed, you will be asked to reboot your computer.
Congratulations! You have successfully installed your Gainward display adapter!

ABOUT DirectX

The Gainward DRIVER. & UTILITY DISC includes Microsoft's DirectX. This is a set of APls that make games and multimedia
applications run faster on Windows based computers. DirectX is a thin software layer that provides direct access to hardware
services. This technology takes full advantage of available hardware accelerators and emulates accelerator services when
accelerators are not present. DirectX components include: DirectDraw (provides 2-D graphics services), Direct3D (provides
3-D graphics services), DirectSound (provides sound-mixing and playback services), DirectPlay (provides multiplayer game
connectivity over the Internet), and Directinput (provides services for joysticks and other input devices).

Gainward has included the most recent version of DirectX on the Gainward DRIVER & UTILITY DISC. You may choose to
install DirectX automatically during initial display driver installation (recommended), or at any later time.

From time to time, Microsoft will update DirectX and other software components. Choose “Windows Update” from the “Start”
menu. This will connect you directly with Microsoft's update web site on the Internet and make all necessary updates
available to you, by analyzing which software is already installed on your system.
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USING EXPERTool™

What is EXPERTool™?

EXPERTool™ is an utility program for the graphics card under Windows, and provides you to boost performance of the
graphics card and to monitor the GPU information, which will only function correctly in conjunction with your new Gainward
display adapter.

Most likely, you chose to install EXPERTool™ during our initial display driver installation process. In this case the EXPER-
Tool™ icon is located in the “System Tray" of your Windows' task bar (in the lower right-hand corner of your Windows
desktop).

If you have not yet installed EXPERTool™, you can do so now by running our Gainward DRIVER & UTILITY DISC

To launch EXPERTool™, simply click on the small "X" — icon in the System Tray, and a pop-up menu (Ul) will appear on your
screen.
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EXPERTool Ul shows the important information such as GPU clock speed, memory clock speed, fan duty cycle and GPU
temperature. And, a lot more features to provide advanced user more detail information for over-clocking. The newer version
is easier to understand and easier to use, everything you need is on one single, well organized page!

Main functions:

FAN DUTY Adjustment
OVER-CLOCKING
USER MODE

BIOS Loading
SETTING

STATUS

INFO (INFORMATION)
RESTORE

OTHERS

to adjust cooling fan speed

to adjust GPU core clock and memory clock

for user to store the favorite mode for different application

to store the BIOS of the graphics card

to change from the EXPERTool’s original setting by their requirement
to shows the current value of the graphics card

to show the information of your graphics card

to reset all the setting or adjustment to original setting
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FAN DUTY Adjustment

Users can adjust the fan's speed of the graphics card by push the “ADJUST" button. If you try to lower the temperature of
the GPU while playing games, please draw the slider bar to higher "FAN DUTY" to increase fan speed. Or, if you want to

lower the fan speed to keep lower acoustic level, set fan to lower “FAN DUTY" to decrease the fan speed.

For normal operation, please set back to “AUTO" fan control mode that will automatically adjust the fan's speed to keep the
GPU temperature under safe level.

FanSpeed - EXPERTool  [&]

Il

The GPU temperature is shown in C (Celsius). Or, you can change it to show in F (Fahrenheit).

For any operation condition, please keep the GPU temperature under 90 degree C.

OVER-CLOCKING
To adjust the core speed or memory speed of the card,
you need to push the “G" button and go into over-clocking

page.

In order to adjust the "Graphics clock”, Memory clock”,
“Core Voltage", "Power Limit" and “Frame Rate Target",
please draw the slider bars to over-clocking the board.

You can change both the core clock and/or the memory
clock settings independently. The higher the clock
settings, the faster your graphics card will work.

For the GTX 600 series (and above), increase “Power
Limit" will increase the performance as well.

Please note that not every board can be over-clocked too
much, there will be different limitation to over-clocking.

You also can control “Frame Rate Target'. For example,
set FPS target at 90 FPS (other than MAX) that the
graphics will not run top speed to save some power
consumption and still have very good gaming quality.

Notice: Do take care while doing over-clocking
Change the speed in small increments only, ie. in
increments of 5~10 MHz. Then check if your games are
still running correctly. If you start seeing abnormal frames
on your screen, or your 3D graphics appear in a “broken”
fashion, you have exceeded the board's capabilities, and
you must revert to your previous setting.

Quick Start Manual
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USER MODE

“USER MODE" is used for user to preset up to 5 different modes for different operation condition. After carefully adjusting

the fan's duty, core speed and memory speed, press "SAVE" button and then press one of those five buttons to save one of
your favorite modes.

To select the user mode, you just press the number of the mode you save. Save your favorite user mode.
Step-1 Adjust the settings

Step-2 Click "SAVE" button
Step-3 Choose user mode number (1~5) to save

BIOS LOADING

This function is for users to load the VGA bios and save in the system for future usage. = —

Just press “BIOS” button to start: You just enter the file name then system start copying the BIOS to the file.

SaVBIOS 3w

'0' Sawve VGA BIOS to file!

Waiting...22%

Then, system will ask you the file name to save file BIOS file.
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Please wait...
It will take within one minute to copy the BIOS file.
SaVEIOS (==
& Saved VGA BIOS to C:A\VGABIOS.rom
¥' done!
SETTING

Users can make some change from the EXPERTool's original setting by their requirement.

» Display the “current clock speed” on the Ul or “GPU base clock” (or 3D clock for 500 series)
* Load Expertool while Windows startup or not

* Enable ToolTips

Setting - EXPERTool El

Load EXPERTool at Windows startup

Enable ToolTips
Clock Display
() Current dock (@) Base [ 3D dock
0K ] [ Cancel
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STATUS

It shows the current value such as core clock speed, memory clock speed, fan speed (duty cycle), core voltage and others.
Users can check those values any time while running application software.

Frwver Llsage < 71 %
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INFO (information) RESTORE

This page gives you a very detailed status report on your Gainward card’s current operating environment, such as the model, This function is to reset all the setting or adjustment to original setting.
current display settings, current software and driver versions, etc. This could be helpful in the event you run into a problem
and need to talk to technical support. Others

From the Ul (user interface), users can press NVIDIA LOGO to go to NVIDIA CONTROL PANEL by their requirement.

(i) INFORMATION

B BT Cur il Parad [F=EEERy
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Quit TROUBLESHOOTING

This section contains a list of symptoms that may indicate a problem with your software or hardware and some trouble-

- shooting steps you can take to solve the problem. If you still have problems after trying our suggestions or if you're having
L= ERET S s a problem that is not described below, please contact us. We'll be glad to assist you. See the “CONTACTING GAINWARD"
section in this manual for more details.

g Qut EXPERTool now? The system doesn’t boot when it's turned on, there is no display, and the PC beeps abnormally.
This probably means that your new display adapter isn't correctly seated in the PCI-E slot. Try the following:

Restore cefault &
Quit

Keep current &
Quit

1. Turn off your PC.

2. Remove your new Gainward display adapter from the PCI-E slot and reseat it. The card should fit into the bus slot
perfectly.

3. Re-attach the monitor cable to your Gainward card and turn on the PC's power. If the problem persists repeat step 2

4. If you have another PC available, you may wish to try installing the display adapter in another PC before calling
Gainward. This will help narrow down the cause of the problem.

Quit from the Ul (user interface), user can press

“Restore default & Quit” if you want to discard any change and keep the board to run with the factory setting. The system appears to boot normally when it’s turned on but there is no display on the monitor.

This probably means that your monitor isn't operating or isn't connected to the display adapter correctly. Try the following:
Or, press

“Keep current & Quit” if you want to keep the changes you have made for the board. While the PC is still on, make sure that the monitor is plugged into an electrical outlet and is turned on.

Turn off your PC. Reattach the monitor’s video cable to your display adapter. This helps rule out the possibility of a loose

connection between the display adapter and the monitor. Verify that the display adapter is still tightly seated in its bus slot.

3. Turn on power to your PC. If the problem still occurs take another look at the monitor. Many monitors have an indicator
or display that tells you whether or not the monitor is receiving a video signal from the display adapter. This information
will help if you have to contact Gainward.

4. If necessary remove the Gainward card and reinstall your old display adapter to verify that the monitor works correctly

with the old display adapter.

[,




TECHNICAL REFERENCE

Graphics Modes and Refresh Rates

Resoluti 256color/High T lor (32bit
n I r
SRGILEG color (16bits) ue color (32bits)

640 x 480
800 x 600
1024 x 768
1152 x 864
1280 x 768
1280 x 960
1280 x 1024
1360 x 768
1600 x 900
1600 x 1024
1600 x 1200
1680 x 1050
1920 x 1080
1920 x 1200
1920 x 1440
2048 x 1536
2560 x 1600

60 — 240 Hz
60 — 240 Hz
60 — 240 Hz
60 — 200 Hz
60— 170 Hz
60 —170 Hz
60— 170 Hz
60— 170 Hz
60 — 150 Hz
60— 120 Hz
60 — 120 Hz
60— 120 Hz
60 — 100 Hz
60— 100 Hz
60 — 85 Hz
60— 85 Hz
60 Hz

60 — 240 Hz
60 - 240 Hz
60 — 200 Hz
60-170 Hz
60 — 150 Hz
60— 150 Hz
60 — 150 Hz
60— 150 Hz
60— 120 Hz
60— 100 Hz
60 — 100 Hz
60— 100 Hz
60— 85 Hz
60 — 85 Hz
60 — 85 Hz
60 — 85 Hz
60 Hz

DVI monitor support up to 200Hz
DVI monitor support up to 140Hz
DVI monitor support up to 100Hz
DVI monitor support up to 100Hz
DVI monitor support up to 85Hz
DVI monitor support up to 85Hz
DVI monitor support up to 85Hz
DVI monitor support up to 72Hz
DVI monitor support up to 60Hz
DVI monitor support up to 60Hz
DVI monitor support up to 60Hz
DVI monitor support up to 60Hz
DVI monitor support up to 60Hz
“Dual-Link” DVI monitor
“Dual-Link” DVI monitor
"Dual-Link” DVI monitor

Connector Description

Analog VGA Connector

DVI Connector

HDMI Connector

NIZve~NonrWNS ONOORWN

Dm0~ W=

Red Video

Green Video

Blue Video

NC

Ground

Red Return (Ground)
Green Return (Ground)
Blue Return (Ground)

TX2-
TX2+

Vertical Sync
TX1-

TX1+

SHLD 1/3
TX3-

TMDS Data2+
TMDS Data2-
TMDS Data1 Shield
TMDS Data0+
TMDS Data0-
TMDS Clock Shield
CEC

SCL

10
1
12
13
14
15

+5V

Sync Return (Ground)
NC

DDC DATA
Horizontal Sync
Vertical Sync

DDC CLOCK

TX3+

+5V Power
Ground
HPD

TX0-

TX0+
SHLD 0/5
TX5-

TX5+
SHLD Clock
TXC+
TXC-

TMDS Data2 Shield
TMDS Data1+
TMDS Data1-
TMDS Data0 Shield
TMDS Clock+
TMDS Clock-
Reserved

SDA
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DisplayPort Connector
6 5 4
3 2z 1

6-pin power connector

8-pin power connector

@B W=

O~ @mg b WwN =

ML Lane 0+
ML Lane 0-
GND

ML Lane 2+
ML Lane 2-
GND
CONFIG1
AUX CH+
AUX CH-
Return

+12Vv
+12V
+12Vv
Ground
Sense
Ground

+12V
+12V
+12V
Sense1
Ground
Sense0
Ground
Ground

GND

ML Lane 1+
ML Lane 1-
GND

ML Lane 3+
ML Lane 3-
CONFIG2
GND

Hot Plug
DP_PWR
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PRODUCT CERTIFICATION STATEMENTS

This device complies with Part 15 of the FCC Rules. Operation is subject to the following two conditions:
1. This device may not cause harmful interference.
2. This device must accept any interference received, including interference that may cause undesired operation.

FCC Notice: This equipment has been tested and found to comply with the limits for a Class B digital device, pursuant to
Part 15 of the FCC Rules. These limits are designed to provide reasonable protection against harmful interference in a
residential installation.

This equipment generates, uses, and can radiate radio frequency energy, and if not installed and used in accordance with
manufacturer's instructions, may cause harmful interference to radio communications. However, there is no guarantee that
interference will not occur in a particular installation.

If this equipment does cause interference to radio or television reception, which can be determined by tumning the equipment
off and on, the user is encouraged to try to correct the interference by one or more of the following measures:

+» Reorient or relocate the receiving antenna.

* Increase the separation between the equipment and receiver.

* Plug the computer into a different outlet so that the two devices are on different branch circuits.

« If necessary, the user should consult the dealer or an experienced radio/television technician for additional suggestions.

Warning: Shielded interface cables must be used in order to comply with emission limits.
Changes or modifications not expressly approved by the party responsible for compliance could void the user's authority to
operate the equipment.

CSA Notice: This digital apparatus does not exceed the Class B limits for radio noise emissions from digital apparatus set
out in the Radio Interference Regulations of the Canadian Department of Communications.

CE Notice: This electronic device is designed for home and office use only, and it has been tested and certified to fully
comply with CE standards set forth by the European Community.

27
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French

Introduction

Félicitations pour I'achat de votre nouvelle carte

graphique.

Vous possédez maintenant un superbe adaptateur
vidéo vous offrant les meilleures fonctions et
caractéristiques des cartes graphiques actuelles.
Nous vous recommandons vivement de bien lire ce
guide avant de commencer l'installation afin
d’assurer qu’elle soit rapide et sans difficulté.

Installation rapide des pilotes

Nous recommandons vivement une installation rapide

aux utilisateurs possédant les systémes
d’exploitation Windows XP

B A D

Etape1

Insérez le CD de pilotes dans

le CD-ROM ou le DVD-Rom.

Etape 2

Une fenétre de lancement
automatique apparait sur
I'écran. Cliquez sur «
Install Drivers ».

Etape 3
Cliquez sur « Next » pour
commencer I'installation.

Etape 4

Windows commence
Iinstallation. Une boite
de dialogue apparait pour
vous montrer I'état
d’avancement de
Iinstallation.

Etape 5

Cliquez sur « Finish » et
suivez les instructions
pour terminer
I'installation. Redémarrez
votre ordinateur.

Installation rapide des pilotes

Nous recommandons vivement aux utilisateurs de
Windows 8 / Windows 7 / Windows Vista de suivre
la procédure d'installation.

Etape 1 Insérez le CD de pilotes dans le CD-ROM ou

le DVD-Rom.
e D =i Etape 2

& DAY D) | Le lancement automatique

o démarre, sélectionnez «

T hwsys d this for sorfrware end games Lancez stetup.exe ».
Etape 3
Cliquez sur « Install
Drivers ».

Quick Start Manual

Etape 4

L’installation des pilotes
commence, cliquez sur «
Suivant » pour continuer.

Etape 5

L’installation des pilotes
peut prendre un certain
temps, patientez.

Etape 6

L'installation est terminée,
sélectionnez « oui » et
appuyez sur le bouton «
Fin » pour finaliser la
procédure d'installation.
Redémarrez votre
ordinateur.

29
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Einfithrung

Vielen Dank fiir den Kauf dieser Grafikkarte. Sie sind
nun im Besitz einer state-of-the-art VGA Karte, welche
weitaus mehr Funktionen in einem vereint, als die
meisten anderen Grafikkarten ihrer Klasse. Bevor Sie

nun mit der Installation beginnen, empfehlen wir lhnen

diese Anleitung sorgfiltig zu lesen, um eine
einwandfreie Installation zu gewéhrleisten.

Schnell-Installation des Treibers
Fiir Windows XP empfehlen wir die Schnell

-Installation des Treibers.

EAI A D
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Schritt 1

Legen Sie die Treiber CD in
Ihr CD-ROM oder DVD-ROM
Laufwerk ein.

Schritt 2

Automatisch erscheint
das Menii auf lhrem
Bildschirm. Bitte klicken
Sie auf "INSTALL
DRIVERS".

{ Schritt3

Klicken sie nun "NEXT",
um die Installation
auszufiihren.

s Schritt 4

Windows installiert den
Treiber. Der Prozess wird
angezeigt.

{ Schritt5

Bitte klicken Sie nun
"FINISH" um die

Installation abzuschliefen.

Starten Sie lhren
Computer neu.

Quick Start Manual

Schnell Installation
Wir empfehlen Windows 8/Windows 7/Windows Vista
Nutzern nachfolgenden Installationsvorgang:

an Schritt 4
: Windows installiert den
Treiber. Bitte driicken Sie

Schritt1 Legen Sie die Treiber CD in lhr CD-ROM auf “Weiter” um
oder DVD-ROM Laufwerk ein. fortzufahren.
s D k=) Schritt 2

| Autostart beginnt. Auf
dem Bildschirm erscheint
folgende Meldung:

Bitte “Run Nvsetup.exe”
auswiahlen.

am DVD/CD-AW Drive (F)
5]

g Schritt 5
Treiber Installierung
benétigt einen Moment .
Bitte warten.

7 ks d this for software end games

= Schritt 6

Die Installation ist beendet.
Bitte wihlen sie “Ja” und
driicken Sie “Beenden” um
den Vorgang
abzuschliessen. Bitte
starten Sie den Rechner
LSS erneut.

Schritt 3

Auf dem Bildschirm
erscheint folgendes Bild
Bitte wihlen Sie “Treiber
installieren” um
fortzufahren.
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Italian

Introduzione

Congratulazioni per aver effettuato I'acquisto della
Vostra scheda grafica. Siete ora proprietari di un
adattatore video con caratteristiche allo stato dell'arte
e le cui funzionalita vanno ben al di la delle altre
schede della stessa categoria. Vi raccomandiamo di
leggere attentamente la Guida all'installazione prima
di installare la Vs scheda video per permettere al
processo di installazione di andare a buon fine.

Installazione veloce dei driver
Invitiamo vivamente gli utilizzatori di Windows XP
ad utilizzare un'installazione veloce dei driver.

Punto 1

Inserire il CD dei Driver in un
lettore CD-ROM o in un lettore
DVD-ROM.

Punto 2

Comparira, in automatico
sullo schermo, il menu.
Premere su Install Drivers.

EAI A D
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Punto 3

Premere Next per
installare il driver della
scheda video.

Punto 4

Windows sta installando il
driver. Una finestra
apparira mostrando la
barra di progresso
dell'installazione.

Punto 5

Premere il pulsante Finish
e seguire le istruzioni per
completare l'installazione.
Riavviare il computer.

Guida veloce all’installazione dei Driver:
Raccomandiamo agli utenti di Windows 8 / Windows7/
Windows Vista di utilizzare la seguente procedura di
installazione:

Punto 1 Inserire il CD dei Driver in un lettore
CD-ROM o in un lettore DVD-ROM.

ety D === Punto 2

| L’ AutoPlay partira in
automatico e verra
visualizzata la seguente
schermata:

Per cortesia selezionare
“Run Nvsetup.exe”

g DVD/CD-AW Drive (F
]

™ ks d thic for software end games

Punto 3

Verra visualizzata la
seguente schermata di
installazione:

Per cortesia selezionare
“Install Drivers” per
proseguire.

B U A D
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Punto 4

Verra visualizzata la
seguente schermata di
installazione:

Per cortesia selezionare
“Install Drivers” per
proseguire.

Punto 5

Per favore attendere che
I'installazione dei driver
sia completata, questa
operazione potrebbe
impiegare alcuni minuti:

Punto 6

L'installazione dei driver &
completata, per cortesia
selezionare “Yes” e
premere sul pulsante
“Finish” per completare la
procedura d'installazione.
Il computer eseguira un
riavvio.
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Japanese

Avra& o3y
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Windows 8/ Windows7/Windows Vista @
Be

DAY RSA A AM=IVERIBLE., F31 1304
VAR=IVEBEINLVELET,
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Polish

Wprowadzenie

Gratulujemy zakupu karty graficznej 3D! Zostali
Paristwo posiadaczami najnowoczesniejszej karty
graficznej oferujacej funkcjonalnosc¢ znacznie
przewyzszajaca inne karty VGA w tej klasie. Zalecamy
Paristwu przeczytanie ponizszej instrukcji przed
instalacja urzadzenia tak, aby proces instalacji

przebiegt bez przeszkod.

Szybka instalacja sterownikow
Bardzo prosimy uzytkownikow systemow Windows
XP o wykonanie poniZszej procedury instalacyjnej.

EAU A D

(o]
(o)

Krok 1

Wiéz dysk instalacyjny CD
do stacji CD-ROM lub
DVD-ROM

Krok 2

Po pojawieniu si¢ ekranu
instalacyjnego wybierz
“Install Drivers”

Krok 3
Wybierz ,Next”, aby
zainstalowac sterowniki

Krok 4

System Windows
rozpocznie procedure
instalowania sterownikéw,
pojawi sig ekran
pokazujacy postep
instalacji

Krok 5

Po zakoriczeniu wybierz
wFinish” i postepuj
zgodnie z instrukcjami
pojawiajacymi sig na
ekranie. Po restarcie
komputera karta bedzie
gotowa do pracy.

Szybka instalacja sterownikow

Bardzo prosimy uzytkownikow systemow

Windows 8 / Windows 7/ Windows Vista o wykonanie
ponizszej procedury instalacyjnej.

Krok 1 Wiéz dysk instalacyjny CD do stacji CD-ROM

lub DVD-ROM
o B = Krok 2
5, DY/ D ) | Po pojawieniu sie ekranu
i Autorun wybierz “Run
T vy dn it fo sofrware and games NVSQ‘UP- BXQ"
i Krok 3
Po pojawieniu sie ekranu
instalacyjnego wybierz
wInstall Drivers”
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Krok 4

System Windows
rozpocznie procedure
instalowania sterownikow,
wybierz ,,Next”, aby
kontynuowac

Krok 5

Instalacja sterownikow
moze zajac kilka minut, w
tym czasie na ekranie
bedzie wyswietlany
wskaznik postepu instalacji

i Krok 6

Po zakoniczeniu instalacji

sterownikéw wybierz “Yes”,

a nastepnie ,,Finish”.
Procedura instalacji
zakoriczy sie, a komputer
automatycznie zrestartuje.



GefForce Series
Portuguese

Introducao

Parabéns pela aquisicdo de sua placa grifica
aceleradora MYMAX. Agora vocé é proprietario de
uma placa de video que oferece caracteristicas e
funcionalidades muito superiores as placas VGA da
mesma categoria.

Primeiramente, nés recomendamos que vocé leia
atentamente o Guia de Instalagdo, para certificar-se

que o processo de instalagao ocorra adequadamente.

Instalacdo Rapida do Driver
Recomendamos aos usuarios de Windows XP que
sigam estes procedimentos de instalagdo:

Etapa 1

Insira o CD no drive de
CD-ROM ou DVD-ROM de
seu computador.

B A D

Etapa 2

O programa de
instalagdo abrira
automaticamente,
clique em “Install
Drivers”.

Etapa 3

Clique em “Préximo
(Next)” para iniciar a
instalagédo do Driver.

Etapa 4

O Windows esta
instalando o Driver,
uma tela com o
progresso da instalagdo
ira aparecer.

Etapa §

Clique no botdo
“Finalizar (Finish)” e
siga as instrugdes para
completar a instalagdo.
Reinicie seu
computador.

Instalagao Rapida do Driver
Nés recomendamos aos usuarios do Windows 8/

Windows 7/ Windows Vista que sigam estes procedimentos

de instalagao:

Etapa 1 Insira o CD no drive de CD-ROM ou
DVD-ROM de seu computador.

4= DVD/CD-AW Dive F)
(0]

T ks d thic for sofrware end games

Etapa 2

A janela de dialogo
abrira automaticamente
conforme figura ao
lado. Por favor,
selecione: “Executar
(Run) Nvsetup.exe”.

Etapa 3

A tela do programa de
instalagéo abrira
conforme figura ao
lado. Por favor,
selecione “Install
Drivers” para continuar.
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Etapa 4

O Windows esta
instalando os Drivers,
por favor, pressione
“Préximo (Next)” para
continuar.

Etapa 5

A instalagéo do Driver
levara algum tempo, por
favor, aguarde.

Etapa 6

A instalagéo foi
concluida, por favor,
selecione “Sim (Yes)” e
pressione o botio
“Finalizar (Finish)” para
completar o processo.
Reinicie seu computador.
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Romanian

Introducere

Felicitari pentru achizitionarea unei placi grafice 3D.
Esti posesorul unui adaptor graphic de ultima

generatie, care ofera functii dincolo de orice alta placa

din clasa sa. Va recomandam sa cititi Ghidul de
Instalare inainte de instalarea placii video pentru a va
asigura ca procesul de instalare decurge

corespunzator.

Instalarea Rapida a Driverului
Se recomanda utilizatorilor Windows XP sa utilizeze
Instalarea Rapida a Driverului.

EAU A D

Pasul 1

Se introduce CD-ul ce
contine driver-ul in unitatea
CD-ROM sau DVD-ROM.

Pasul 2

Ecranul Auto Run va
aparea, Click pe “Install
drivers”.

Pasul 3
Click pe “Next” pentru a
instala driverul de imagine.

Pasul 4

Windows instaleaza
driver-ul. O fereastra de
dialog apare pentru a afisa
progresul instalarii.

Pasul 5

Click pe butonul “Finish” si
se urmeaza instructiunile
pentru a completa
instalarea. Se reporneste
calculatorul.

Ghid de Instalare Rapida a Driverului
Recomandam utilizatorilor de Windows 8 /
Windows 7/ Windows Vista sa urmeze procedura de

instalare:

Pasul 1 Se introduce CD-ul ce contine driver-ul in
unitateaCD-ROM sau DVD-ROM.

am DVD/CD-AW Drive (F)
]

7 ks d this for sofrware end games

EAU A D

Pasul 2

AutoPlay va rula iar
ecranul va arata dupa cum
urmeaza:

Se selecteaza “Run
Nvsetup.exe”

Pasul 3

Ecranul de instalare va
arata astfel:

Se selecteaza “Install
Drivers” pentru a continua
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Pasul 4

Windows-ul instaleaza
driverele, se apasa “Next”
pentru a continua:

Pasul 5

Se asteapta cateva
momente pana cand
driver-ul se va instala

Pasul 6

Instalarea driver-ului a luat
sfarsit, se selecteaza
“Yes" si se apasa “Finish”
pentru a completa
procesul de instalare.Se
porneste din nou
computerul.
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Russian

BeepeHune

Moappaenaem Bac c npuoGpeTeHnem paHHoro
rpacpuyeckoro akceneparopal Bbl cranu
obnaparenem MCTMHHOrC Npon3BedeHMHA
MckyccTBa B oBnacTi rpaduyecknx aganTtepoes,
no cBOMM NapameTpam W thyHKUMOHANLHOCTH
cToAWMM ocoGHAKOM cpeau Apyrux BUOEO
apanTepoB cBoero knacca. Aabul npouecc
ycTaHoBKW Npollén Haubonee rnaako,
pexoMerayem Bam BHUMaTeNnbHO H3YUUTh
AaHHyo NHCTPYKUMIO No YcTaHOBKe,

BuicTpas YcraHoBka
HacroAtensHo pekoMeHayeM nonb3oBarenim
Windows XP Ucnonb3oBarth GbICTPYIO YCTAHOBKY.

Oeiictemne 1

HakonuTenb.

HencTeue 2

Mocne noABNeHuA Ha
3KpaHe KOHTEKCTHOro
MEHI0, HAXXMUTE Ha
Install Drivers.

Beraeste CD ¢ apaiBepamn
B CD-ROM wnu DVD-ROM

Oedcreune 3
Hammute Ha Next gna
YCTaHOBKM ApaiiBepa.

DeicTaue 4

Wper ycraHoBKa
npaieepa B Windows
c otoGpaxeHnem
npouecca B
[ManoroBoM oKHe.

[eicteue 5
Haxmure Ha Finish u
cnepyire
fanbHeHWnM
WHCTPYKUMAM anA
3aBeplleHus
YCTaHOBKM.
Meperpy3ute
KOMNbHTEP.

BbicTpas ycraHOBKa ApadBepoB
Mbi HacToATeNLHO pekoMeHAYeM NoNb3oBaTenAm
Windows 8 / Windows 7 / Windows Vista cnegoBatb

cnenyloweil HHCTPYKUMK:

Lar 1 Beraekte CD ¢ gpaiieepamu 8 CD-ROM nnu
DVD-ROM Hakonutens.

Frer B e War 2

&) DDA Dive ) | ABTOMaTWYecKu
- 3aNYCTUTCA NPUNOXEHWEe U
NOABUTCH OKHO,
—— npuBefeHHOE HXKe:
: BuiGepute “3anycmums
(Run) Nvsetup.exe”

™ ks d thic for snftware end games

nstal ef run program

WWar 3

Ha akpaHe nosBuTCcA
HUXecneaylolee
[AWanorosoe okHo:
BuiGepute “Ycmaxoeumsb
dpaiieep(Install Drivers)”
ANA NpoAoMKeHHs.

EAU A D
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LWar 4

Windows npouzeeger
YCTaHOBKY, HaXMuTe
Danee(“Next”):

War 5

YcTaHoBKa apaiBepa
3aiiMeT HeKoTopoe BpeMms,
noxanyicTa nogoxagunre:

LLar 6

Mocne Toro, KaK ycTaHOBKa
3aBepLlumMTcs, Bbibepute [la
(“Yes”) v HaXMMTE KHONKY
Totoeo (“Finish”) ana
3aBepLUIeHUA.
MepesarpysuTe KOMNLIOTEP.
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Spanish

Introduccion

Felicitaciones por la compra de su nueva tarjeta
grafica. Desde ahora es usted propietario de un

adaptador de video que ofrece unas caracteristicas y

una funcionalidad muy superiores a las de otras
tarjetas VGA de su misma clase. Le recomendamos
que lea atentamente la Guia de Instalacion antes de
instalar su tarjeta grafica, para asegurar que el
proceso de instalacion se efectua correctamente.

Recomendamos encarecidamente a los usuarios de
Windows XP que sigan esta instalacion rapida
de controladores :

Paso 1

Inserte el Driver CD enel
CD-ROM o dispositivo
DVD-ROM.

Paso 2

La ventana de instalacion
deberia aparecer
automaticamente en
pantalla. Cliquee sobre
Install Drivers (Instalar
Controladores)

Paso 3

Cliquee sobre Siguiente
para instalar los
controladores.

Paso 4

Windows esta instalando
el controlador. Una
ventana muestra el

progreso de la operacion.

Paso 5

Cliquee sobre el boton
Finalizar y siga las
instrucciones para
completar la instalacion.
Reinicie su

ordenador.

Instalacion rapida del Driver
Recomendamos encarecidamente a los usuarios de
Windows 8 / Windows 7/ Windows Vista que sigan el
procedimiento de instalacion:

Paso 1 Inserte el Driver CD enel CD-ROM o
dispositivo DVD-ROM.

am DVD/CD-AW Drive (F)
]

T Az da this for sofrware end games

I=C=s Paso 2

| El AutoPlay se iniciaray la

pantalla mostrara lo
siguiente:

Por favor seleccione “Run
Nvsetup.exe”

Paso 3

La pantalla de instalacion
mostrara lo siguiente:
Por favor seleccione
“Install Drivers” para
continuar.
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Paso 4

La Ventana se encuentra
instalando los drivers, por
favor presione “Next” para
continuar:

Paso 5

El dispositivo de
instalacion puede tomar
algin tiempo, por favor
espere:

Paso 6

Instalacion del driver
finalizada, por favor
seleccione “Yes”y presione
el boton “Finish” para
completar el procedimiento
de instalacién. A
continuacién, reinicie su
ordenador.
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Turkish

Girig

3D grafik hizlandirici kartimi satin aldiginiz igin
tebrikler. Artik, kendi sinifi igerisindeki diger VGA
kartlarindan daha fonksiyonel ve daha fazla ézellik
sunan son teknoloji iiriinii bir ekran kartina
sahipsiniz.

Ekran Kartiniz1 yiiklemeden once, yiikleme siirecinin
kolay gergeklegmesi igin Kurulum Kilavuzunu
okumanizi dneririz.

Hizh Siiriicti Kurulumu
Windows XP kullanicilarinin agagidaki yiikleme
siirecini takip etmesi siddetle onerilir.

Adim 1

Siiriicii CD'sini, CD-ROM
ya da DVD-ROM
siriicliniize yerlestiriniz.

EAU A D

Adim 2

“Auto Run” ekrani
karginiza gikacaktir,
“Install Drivers™a
tiklayimiz.
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Adim 3
Nexte tiklayiniz.

Adim 4

Windows kuruluma
baglayacaktir. Durumu
gdsteren bir pencere agilir

Adim 5

Yiiklemeyi tamamlamak
icin ekrandaki talimatlan
izleyip son olarak
“Finish™e tiklayiniz ve
bilgisayarinizi yeniden
baglatiniz.

Hizh Siiriicii Kurulumu

Windows 8 / Windows 7/ Windows Vista
kullanicilarinin agagidaki yiikleme siirecini takip
etmesi giddetle dnerilir.

Adim 1 Siiriicii CD'sini, CD-ROM ya da DVD-ROM
siiriiciiniize yerlestiriniz.

7 et S = Adim 2
e DVDHCO-AW Dive ) | CD otomatik olarak
= calistinlacaktir, karginiza

7 ks d this for software end games

Nvsetup.exe™i seginiz.

Adim 3

Kurulum ekrani yandaki
gibi karginiza cikacaktir,
devam etmek igin “Install
Drivers’™ seginiz.

¢ikacak olan ekranda “Run
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Adim 4

Windows kuruluma
baglayacaktir. Devam
etmek icin “Nexte
basiniz.

Adim 5

Siiriiciiniin yliklenmesi
biraz zaman alacaktir.
Liitfen bekleyiniz.

Adim 6

Siiriicii yiiklemesini
tamamlamak igin ilk olarak
“Yes’"i sonra da “Finish’"i
seginiz ve bilgisayannizi
yeniden baglatiniz.
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